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When Pellets Make Sense

• Decision making criteria
– Payback

– Form, fit, function (demand/use)
– Supply availability

• All commercial installations have supply guarantee



20-YEAR COST and PAYBACK COMPARISON
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Payback Analysis



Commercial Installations

• Four basic components

– Storage
– Conveyance

– Combustion Efficiency
• Sizes

– .5MM to 2MM BTU’s
– Over 2MM to 6MM BTU’s

– Over 6MM BTU’s



Storage & Conveyance

• Silo
– Easy access for bulk delivery

– Automated conveyance to and from silo
– Bindicators or degree day automatic deliveries

• In House Storage
– Expandable design

– Automated conveyance to and from bin



Project Site and Placement



All Souls Church Shelburne, VT



Project Start Up:  Site Plan



Underground Delivery System

Assisted Living Facility
Townshend, VT



Combustion

• Designed to adjust over and under fire combustion 
air to maximize efficiency.

• Allows for utilization of grass, cardboard, paper or 
other forms of densified fuels.

• CO levels range from 125 to 350 PPM depending 
on firing rate.

• Combustion efficiencies allow for all systems to 
be in compliance with PM 2.5 Clean Act 
Regulations for  condensable and non condensable 
emissions.



Heat Exchanger

• ASME certified units
• Use Burnham Boilers. In business for 125 

years.
• Triple pass exchangers
• All equipment is made in the US.



45 MM BTU System

Suspension Burner
Dual Fuel

Capabilities range from
5MM to 135MM BTU

Maine



Flame from Suspension Burner Installation



750K Unit
In Basement Storage

Eager, Arizona



300 K to 750K BTU Water Jacketed Burner/Stoker





Lined Burner Cap



Induced 
Draft Fan 
Chimney 

Connection

Vermont



Fuel Supply
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Supply Ranges

• Commercial – Bulk Delivery
– .5Mm BTU – 65 tons per year

– 1MM BTU – 130 tons per year
– 2MM BTU - 260 tons per year



Guaranteed Supply

• Locations
– VT and NH – St Johnsbury, VT 750 Tons
– ME – Athens, ME 1,000 Tons
– NY – Need a threshold of accounts to justify building a     

distribution center

• Our Focus
– The industry is limited to bulk delivery capacity
– We deliver fuel in trucks equipped with on board scales to 

guarantee delivery volumes
– Short term contracts 1 year minimum
– Long Term contracts up to 10 years.  Our model utilizes a 10% 

price cap.



Ohio



2.5 MM Btu
School Installation 

Vermont



Mill Start Ups

• Estimated Cost to Build: $12-14 Million
• Annual Output:  100,000 to 120,000 tons 

per year
• Equivalent to 12 to 14 Million gallons of 

fuel oil


